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Seventh Edition For One And Two Family Dwelling Code

All Construction Inspection List

Footings and Foundation Inspections

* All footing and foundation components installed but NOT BACKFILLED.

* All areas of foundation walls below grade shall be completely covered with foundation sealer from the

top of the footings to finish grade level.

* Perimeter drains shall be installed around the exterior perimeter of the foundation and run to daylight

downgrade &om the foundation.

Fire Place / Chimney

Inspection on or before Rough Inspection

JSI
Chimney at smoke chamber with the first fireplace flue installed.

* Cleanout height 6"

* Thimble clearance ifapplicable 18"

* Hearth extension size 1 6"- 20"

* Flue clearance ¼"

* Multiple flues. When t o or more flues are located in

the same chimnev, masonry wvthes shall he built hetw cci' adjacent

flue linings. The masonry wvthes shall heat least 1 inches

602 mm thick and bonded into the walls ofthe chimney. if applicable

* Flue support

* Smoke camber wall thickness

2"' At completion of Fire Box

* Flue clearance ¼" if applicable

* Firebox `saIl thickness 8'

* Joint size ¼'

3rd
Final

* Chimney Height

* Cricket if applicable

* Distance from top of opening to throat 8'

* Clearance to combustibles

* Hearth size 16" -20"




