
FLOOR PLAN FOR ATTIC FINISH

 

Bedroom 

Bath 

All sleeping rooms must have an 
emergency escape window. § R310 
See detail on next page 

Closet 

Mechanical Room 
All fuel burning appliances (furnaces, 
water heaters etc.) must be provided with 
adequate amounts of air for  combustion. 

§ AJ102.3 Smoke Heat Detection and Carbon

Monoxide Alarm Systems and CO Detection and

Alarm.

When one or more sleeping rooms are

added or created in existing dwellings, the entire

existing building 

shall be provided with smoke

detectors, heat detector and carbon monoxide

detectors designed, located 

and installed in

accordance with the provisions for new construction,

780 CMR § R 314, as applicable. 

•   
• 
•  

Laundry Room Stairs must meet handrail/
guardrail requirements 

 ceiling joist  
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Demonstrate light and ventilation compliance §R303  
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Typical Attic Conversion to Habitable Space
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Mechanical ventilation of bathrooms is required at the
ventilation rates noted in 780 CMR §R303.3 
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R305 Minimum Height. Habitable rooms, Hallways, corridors, bathrooms,
toilet rooms, laundry  Rooms and basements shall have a ceiling height of 
not less than seven feet (2134 mm). The required height shall be measured from 
the finish floor to the lowest projection from the ceiling. _____ ( room ceiling height )   
 
Insulation, minimum  R-_____ 
 
Specify wall    construction   method and materrials: 
stud size____ X____ and spacing _____" on center                                                                           
 
                          
               Specify floor construction method and materrials:                                                   
               floor joist size____X_____ and spacing _____"                                                    
               and design load________ pound per square foor  
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. 

§ R310  Minimum Opening Area. 

                                                                            All emergency escape and rescue openings 

                                                                           shall have a minimum net clear opening of 5.7 square feet.

                                                                     


                                                                                       Exceptions:
  1. Grade floor openings shall have a



                                                                                                                    minimum  net clear opening of five square

                                                                                                               

feet (0.465 m2).



                                                                                                                 2. Double hung windows used for emergency 

                                                                                                                    escape shall be permitted to have a net clear 

                                                                                                                    opening of 3.3 square feet (0.31 m2) provided that 

                                                                                                                    at least one operable sash meets the minimum 

                                                                                                                    height
and width required by 

                                                               "  (insert your sill height)           780 CMR § R310.1.2 and  § R310.1.3 and operational 

                                                                                                                    constraints defined by 780 CMR § R310.1.4.


                                                       44"” Max. sill height for  egress (bedroom)  

                                                       windows  measured from floor  to top of sill

 

 

                                                                                         

 

 

                                                             Emergency escape and rescue openings shall be operational from the 

                                                             in    side of the room without the use of  keys, tools  or  special  knowledge. 

. 

  


 

                        EMERGENCY ESCAPE  WINDOW  DETAIL
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Stairway Illumination. All interior and



exterior stairways shall be provided with an a



artificial light source to illuminate the stairs,



including the landings and treads.



 

 

   Nosing shall not project more than 1 1/2 beyond

   the face of the riser below.    

The greatest riser height within any flight  of stairs 

shall not exceed the smallest by more than 3/8"”. 

8-
1/

4”
 

M
ax

. 

9” 
Min. 

This space shall not allow 
the passage of a  6"” sphere 

All openings in stairguardrail 
must be less than  4- 3/8"”. 

Handra il height : 34"min.  38"max.  
measured from the nose of each s tep. 

Openings at back of stairs 
must be less than  4"”. 

Enclosed accessible space under stairs shall 
have walls, under stair surface and any soffits 
protected on the enclosed side with 1/2 " 
gypsum board. 

Guardrails  at platforms  
and landing  cannot h ave 
openin gs greater t han 4"”  

Interi or stairways with 6  or more steps 
shall have a wal l switch at each f loor  
level to control the stair lighting. 

Maximum handra il  width : 2 -3/4"”  and 
mus t have a graspable surfac e. 

Required stair lighting

            

                     

              

Required light switch 

INTERIOR STAIR DETAIL 

TREAD AND RISER DETAIL 
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bergerr
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R311.7.2 Headroom. The minimum headroom in all parts
of the stairway shall not be less than 6 feet 8 inches (2032
mm) measured vertically from the sloped line adjoining the
tread nosing or from the floor surface of the landing or platform
on that portion of the stairway. 

bergerr
Text Box
R311.7.7.1 Height. Handrail height, measured vertically
from the sloped plane adjoining the tread nosing, or finish 
surface of ramp slope,  shall be not less than 34 inches 
(864 mm) and not more than 38 inches (965 mm).
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